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the dust-collector parts, and descrip-
tion of the limitations for which per-
formance is certified. MSHA will as-
sign a P/T file number in the certifi-
cation letter.

§ 33.10 Certificates of approval or per-
formance.

(a) Upon completion of an investiga-
tion, MSHA will issue to the applicant
either a certificate or a written notice
of disapproval, as they case may re-
quire. No informal notification of ap-
proval will be issued. If a certificate is
issued, no test data or detailed results
of tests will accompany it. If a notice
of disapproval is issued, it will be ac-
companied by details of the defects,
with a view to possible correction.
MSHA will not disclose, except to the
applicant, any information on a unit or
system upon which a notice of dis-
approval has been issued.

(b) A certificate will be accompanied
by a list of the drawings and specifica-
tions covering the details of design and
construction of the unit or system, in-
cluding the electrical parts, if applica-
ble, upon which the certificate is based.
Applicants shall keep exact duplicates
of the drawings and specifications sub-
mitted and the list of drawing numbers
referred to in § 33.6(d)(1) that relate to
the certified unit or system, and these
are to be adhered to exactly in produc-
tion.

§ 33.11 Approval plates.

(a) A certificate of approval will be
accompanied by a photograph of a de-
sign for an approval plate, bearing the
emblem of the Mine Safety and Health
Administration, the name of the appli-
cant, the name of the unit, the ap-
proval number or space for the ap-
proval number (or numbers if permissi-
bility of electrical parts is involved),
spaces for the type and the serial num-
bers of the unit, conditions of approval,
and identifying numbers of the dust-
collector parts. When deemed nec-
essary by MSHA, an appropriate state-
ment shall be added, giving the pre-
cautions to be observed in maintaining
the unit in an approved condition.

(b) An approval plate for a unit de-
signed for use in a nongassy coal mine
shall state that any electrical parts are

not certified for use in a gassy coal
mine. (See § 33.38(c).)

(c) The applicant shall reproduce the
design either as a separate plate or by
stamping or molding it in some suit-
able place on each unit to which it re-
lates. The size, type, and method of at-
taching and location of an approval
plate are subject to the approval of
MSHA. The method of affixing the
plate shall not impair the dust-collec-
tion or explosion-proof features of the
unit.

(d) The approval plate identifies the
unit, to which it is attached, as permis-
sible, and is the applicant’s guarantee
that the unit complies with the re-
quirements of this part. Without an ap-
proval plate, no unit has the status of
‘‘permissible’’ under the provisions of
this part.

(e) Use of the approval plate obli-
gates the applicant to whom the cer-
tificate of approval was granted to
maintain the quality of each unit bear-
ing it and guarantees that it is manu-
factured and assembled according to
the drawings and specifications upon
which a certificate of approval was
based. Use of the approval plate is not
authorized except on units that con-
form strictly with the drawings and
specifications upon which the certifi-
cate of approval was based.

[Sched. 25B, 25 FR 6473, July 9, 1960, as
amended at 43 FR 12317, Mar. 24, 1978]

§ 33.12 Changes after certification.

If an applicant desires to change any
feature of a certified unit or system, he
shall first obtain MSHA’s approval of
the change, pursuant to the following
procedure:

(a) Application shall be made as for
an original certificate, requesting that
the existing certification be extended
to cover the proposed changes, and
shall be accompanied by drawings,
specifications, and related data show-
ing the changes in detail.

(b) The application will be examined
by MSHA to determine whether inspec-
tion and testing will be required. Test-
ing will be necessary if there is a possi-
bility that the modification may affect
adversely the performance of the unit
or system. MSHA will inform the appli-
cant whether such testing is required
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